Comparison Between

Cummins KTA19(M4) And Cat 3412C

	n.
	Features
	KTA19(M4)
	3412C

	
	Configuration
	In-Line 6 Cylinder 4 Stroke
	V12  4 Stroke

	
	Rated Power BHP
	700 Hp@ 2100 RPM 
	764 Hp @ 2100 RPM

	
	Displacement
	19 L
	27 L

	
	Bore x Stroke  mm
	159 x 159
	137 x 152

	
	Aspiration
	Turbocharged-Aftercooled
	Turbocharged-Aftercooled

	
	Compression Ratio
	13.8 : 1
	N/A

	
	Rotation from flywheel
	Counter clock wise 
	Counter clock wise 

	
	Emissions
	IMO Compliant
	IMO Compliant

	
	Rating

Hours Per Year

Time At Rated Speed

Typical Time At Full Load

Rated Speed

Maximum Cruise Speed

Max. Cont Cruise Speed
	Medium Continuous Duty

3000

Up to 50%

6 out of 12 Hrs.

2100

1900

1900
	Intermittent

2000 to 4000

Up to 50%

6 out of 12 Hrs.

2100 RPM

2000 RPM

1900 RPM

	
	Fuel Consumption L/hr
	135
	155

	
	Engine Performance Parameters

Power tolerence

Specific Fuel Consumption
	± 3%

                   226 gr/kw-hr
	± 3%

N/A

	
	 Engine Dimensions mm

Overall    Length

Height

Width 
	1820

1904.4

1003.3
	2119.7

1621.4

1444.3

	
	Engine Dry Weight KG
	Average 2073
	Approx. 2458

	
	Oil Pan Capacity
	72 L
	139.1 L

	
	Cooling system Capacity
	N/A
	67.1 L


